
Improvio Family

1-36 teststrips at a time

Print out and program in all languages available

Data export via Windows-Excel™ or CSV

Data import via CSV

Data transfer to LIMS possible

Integrated self-control of the system 
by Fuji™ gray scale

The new generation of Allergy Screening
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Improvio – Features and Specifications

Improvio C Improvio M Improvio L

Strips scanned at a time 1-2 strips 1-10 strips 1-36 strips

h x l x w 7.5 x 29.5 x 23 cm 7.7 x 29.5 x 43 cm 10.5 x 60 x 35

Weight 2.9 kg 5.1 kg 25 kg

Plastic contents 2 parts of body housing 2 parts of body housing 3 parts of body housing

Drawer mechanical drawer mechanical drawer mechanical drawer

AllergyScreen®/AlleisaScreen® yes yes yes

Minimized shadowing yes yes yes

Free position of teststrips yes yes yes

Easy to clean yes yes yes

Preventing of contamination yes yes yes

Image acquisition and 

analysing integrated no yes no

Footprint small medium large

Simplified setup yes completely installed yes

Calibration card yes yes yes

Computer connection USB 2.0 2 x USB 2.0, 1 x HDMI, USB 2.0

1 x DVI RJ45 LAN

Keyboard no yes no

Mouse no yes no

Power supply 1 x external power 2 x external power 1 x external power 

supply, CE certified supply, CE certified supply, CE certified

Input 220 V-240 V 50 Hz, 0.4 A 220 V-240 V 50 Hz, 0.4 A 220 V-240 V 50 Hz, 0.4 A

Output 10V- 1A 10V- 1A 10V- 1A


